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Maximum Power

Inverter Frequency

Anode Voltage Range

mA Range

Exposure Time

mAs Range

Focal Spots

Anode Target Angle

Maximum Output Current for 100 ms (60 kV)

Dual Vetx//

8KW (0,5kW /8,0 kW)
300 kHz

40-110 kKVp

5-100 mA

0,001-10 seconds
0,1-200 mAs

0,6/28 mm

12°

(16 mA/270 mA)

Power Line Specifications: Voltage Range - from 100 to 240 Va.c. (+10%) (50/60 Hz); 16 Amps.
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_ 300
1500

982

651

C/ Pelaya, 13 - Poligono Industrial *Rio de Janeiro”

28110 - Algete (Madrid-SPAIN)
Central Offices:

Factory:

Tel.: (34) 91 - 628 0544 / 91 - 628 1592 Tel.: (34) 91 - 629 0721

Fax: (34) 91 - 628 0574
Email: marketing@sedecal.com

Fax: (34) 91 - 629 0783
Email: manufacturing@sedecal.com

SEDECAL USA Inc

2920 N Arlington Heights Rd.
Arlington Heights, lllinois 60004
USA

Tel: 1(847) 394 - 6960
Fax: 1(847) 304 - 6965
Email: sales@sedecalusa com
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SEDECALDUAL VET-X PLUS_Rev.1.3_0613_en

S8 8 kW, 300 kHz!
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Great Power | Ll

Its great Power 8 kW!l, makes this Portable
X-Ray Unit the most powerful in the

market. This feature provides the /| EE?: .'. !
oportunity to explore any type of Pet at . -
the Vet Clinic with SHORTER EXPOSURE o N

TIMES than
the rest of portable units in the -
marketplace.

SEDECAL

The transport Case (optional -
ref. -BOX) assures that
the X-Ray Unit is always

The X-Ray Unit is dismunted from the
column in a easy and fast way. TOOL
FREE DISASSEMBLY - With just a turn

Stationary and Portable

The “DUAL VET X-Plus” system combines olm: 4;5: ink the IBOCK h’anc;le located at protecteld anc; easily driyen
the versatility of a Portable X-Ray Unit t e‘ ackont F: unit, the operator can tg any p ace.' Xposures in
easily remove it. different environments.

which enables outside exams with all
the characteristics

- Power and mechanics - stationary
column & mobile table of a high range
STATIONARY SYSTEM for use in VET
CLINICS.

New Hand Switch with
additional button for
remote switching of
collimator LED light
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Marked grid cabinet o8 oBe
UG on
Grid cabinet table top with indication marks -
of different standard cassette sizes. ' O]

APR - 20 memory positions for
different anatomical views
techniques
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