
NEOVet
Technological innovation
at your Veterinary center



Single Touch II (ST II): Exclusive Graphic Anatomical Program. The simplest and fastest workflow. 
Only three clicks to get the optimum image.

Body Part Selection.    

STEP 1

View selection.

STEP 2 Final image 
preview.

Final image showed, at a 
time, on Operator Console, 
and Diagnostic Monitor too.

STEP 3

THREE SIMPLE TOUCH
Clinical Workflow

Animal selection.

START UP



• Focal distance range: 30-120 cm. 

• X-ray beam angular rotation: +/-90°.

• Sliding tube Stand (Allows a wide range of angular projections).

NEOVET FIX DRNEOVET PREMIUM DR
• Fix focal distance: 100cm.

NEOVET VARIABLE DR
• Focal distance range: 30-120cm.

• X-Ray beam angular rotation: 
+/-90°.

Table support

Wall support

Floor support

From analog to digital solutions, available on fixed or variable focal distance and the 
possibility of angular projections. Neovet covers all your veterinary clinic needs. 

Digital X-Ray System designed with medical technology by and for veterinarians

Removable
grid option

Detector wall support allows shooting to the dog standing  on the ground, on all fours.



X-RAY GENERATOR SPECIFICATIONS

Constant Potential kW ratings 20 kW 32 kW

kVp Range 40 - 125 kVp 40 - 125 kVp

mAs Range 0.1 - 630 mAs (SHFR Generator) 0.1 - 630 mAs (SHFR Generator)

mA Range 10/12.5/16/20/25/32/40/50/64/
80/100/125/160/200/250/320

10/12.5/16/20/25/32/40/50/
64/80/100/125/160/200/250
/320 /400

X-Ray tube Rotating Anode
(1.0 / 2.0 mm) / (0.3 / 1.0 mm)

Rotating Anode
(1.0 / 2.0 mm) / (0.3 / 1.0 mm)

X-Ray generator Line powered / Capacitor Assisted Line powered / Capacitor 
Assisted

Exposure time 0.001-10 seg 0.001-10 seg

 

TECHNICAL SPECIFICATIONS
Converts Neovet conventional system into a digital one via upgade kit.
NEOVET DR DIGITAL MODULE
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TABLE

Table - top type Floating - 4 way table-top

Table top lenght Standard 150 cm.
Optional: 180 / 200 cm

Maximum load patient weight 95 Kg

Brakes Electromagnetic

PC WORKSTATION

• Panoramic 24” TFT Colour 
Screen.

• DICOM Preset Standard.
• 2 MPx screen matrix 

(1920 x 1080).

DIAGNOSIS MONITOR

DIRECT DIGITAL DETECTOR

IMAGING SOFTWARE

CHINA
SEDECAL BEIJING
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+86 10-67806788 / info@sedecal.com / 
www.sedecal.com

• Cesium Iodide Scintillator.
• Detector Technology: 

Amorphous Silicon.
• Image Active Area: 

35x43/43x43 cm.
• Pixel Size: 100 µ / 139 µ.

• High Performance Video 
Graphic Card.

• 2 x Hard disks: 1 TByte 
RAID 1 configuration.

• Microprocessor: Intel i5.
• RAM memory: 8 Gbytes.

• Specific measurement tools 
for use in veterinary field: 
TPLO, TTA, VHS, Norber Angle.

• DICOM Viewers.


